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Conservation Vents

94020
Weight Loaded Conservation Vent

= Sizes 2" through 127

= Provides Pressure and Yacuum Relief

= Optfions: Open Vent, Closed Vent, Flame
inuffier, Cryogenic Hood, Steam Jacketed,
Limit Switch, Insulation Jackets

= All Weather Opfion

Innowvative "Exponda-Seal™”

AMEL DIM, and JIE Fanges Availakole

« ZEfATEX Approved

24040

Spring Loaded

Conservation Vent
- Sizes 2" through 12 Steam Jacketed
+* Provides Pressure and Vacuum Relief VGI'H'ES

to Tanks Under High Pressure
= |deal for Tanks Blanketed with Mitrogen
or Ofher Inert Gases
= Settings: 1 P3lto 15 P3I
Options: Closed Vent, Open YVent,
Vacuum Only, Pressure/Vacuum,
Steam Jocketed
CEJATEX Approved

l 94640
Pilot Operated Relief Valve

= Sizes 2" through 12"

= Jet Pressure between 37 w.c.
to 15 PSIG

= Adpstrent of the Valve can be
Maode Externally

= Zeatis Bubkble Tight fo Sef Pressure

= Inap Action or Modulating mode

= Fully Open at 3et Pressure in 3nap
Action Mode

= Minimize YOO s and Odor Emissions

= ZEJATEN Approved

Proximity Switch

= Sends Signal to Control Room fo Indicate
FPallet Opened

Proximity Switch

Visual Indicator

Visval Indicator Accessory

= Viually ldenfify When Pallet Opens with
Recorded Memory



Typical Configurations

e

Fixed Roof Tank -
A 95021 Gouge Hotoh E. %5400 Calkle Winches
B. 94570 Combkination Conservation F. %4311 Internal Safety Valve
Went & Flame Amester G, #h&41 Swing Joints

C. 94221 Emergency Yent-Manhole Cover H. #4181 Water Drain YValve
Pressure & Vacuum L. #2021/ #2500 Mechanical Tape Gauge
D. ?5500 Cable Sheave & MCG 2000MAX Transmitter
Pressure Vents
94130 94160
Pressure Vent Pressure Relief/
* Sizes 2 through 127 Emergency Vent

Relieves Excessive Pressure
Provides High Flow Capacity
at Low Overpressures and
Low Leakage

Options: Closed Vent, Open
Vent, Stearmn Jacketed
CEfATEX Approved

= Jizes 2 through 247

= Maozximizes Flow Caopacity
and Efficiency

* Reduced Mumker of
Components Minimizes
Maintenance and
Replocement Costs

= All Weather Option

* Innovative “Expando-Seal™”

= CEFATEX Approved




Vacuum Vents

94100

Vacuvum Vent
= Simes & or 107
= 125 Pl Operafing Pressure Rafing
= Low Temperature Service of -20°F

94103
Vacuum Vent

= 4" Alumninurm or Stainless Steel Valve 941 4':'

* Factory Tested High Back Pressure 150 P3| Copalkility Sp" ng Lﬂ'qud

= Rebable, Vemsatie & Rugged .

« Mesis USCC Reguirements with Stainless Steel Pressure Relief Vent
Screen Option

* Low Temperafure Service of -50°F Optlion

94110
Vacuum Vent

= Sizes 2" through 12"

= Unigue Aoating Diaphragm Assures Tight Seal

= Perpheral and Stern Guided Vacuum Pallet Assures
Rebable Operation

= CE/ATEX Approved

94115
Vacuum Vent (Side Mounted)

= Sizes 2" through 127
= Side Mounted
[’ = Wide Jelection of Materialk for Most Corosive and
| Temperature Needs
= Perpheral and Stern Guided Vacuum Pallet Assures
L Rebakle Operation
= Pallet Design Confriputes o High Flow ?4321

= CE Approved

94116
Snap Action Vacuum Breaker
= Sizes 14" through 42"
= High Flow Copacity at Low Differential Pressure
= inop Action Reguires Mo Owver Pressure
= Yacuum Setiings as Low as 0.4 w.c.
= Static Pressure to 1.5 PSIG [MAWP)
= Light Weight, High Strength Design

94240/94241

Free Vent
= Sizes 2" through 24"
= = For Mon-Hozordous, Mon-Yolatie
Liguid 3torage Tanks
1 = Protects Contents from Foreign Objects

= Allows Vapors to Fow Freely In and Out

Air Dryer







